MATERIAL SAFETY DATA  SHEET

IDENTIFICATION

Product Name:


Algae Killer

Trade Name:


PolAus Trading Agency
Other Name:


N/A
Un Number:


1791
Dangerous Goods:

8 Corrosive
Subsidary Risk:


N/A
Poison Schedule:

S5
Dilution Rates:


N/A
Hazchem Code:


2r
Use:
For The Removal Of Algae And Green Slime From Concrete, Brick, Pavings, And Tennis Courts.

PHYSICAL DESCRIPTION / PROPERTIES
Appearance:


60G/L Clear Yellow/Green Liquid
Boiling Point:


Evolution Of Poisonous Gases If Heated
Vapour Pressure:

N/A
Evaporation Rate:

N/A
Percent Volatiles:

N/A
Water Solubility:

N/A
Specific Gravity:

N/A
Flammability Limit:

None
Active Ingredients:

Liquid Chlorine Based
Ph:



N/A
SURFACTANTS USED IN THIS PRODUCT IS CONSIDERED TO BE BIODEGRADABLE
PRECAUTIONS  FOR  USE

Exposure:


N/A
Ventilation:
                    
Use In Well Ventilated Area

Personal Protection:
Avoid Contact With Skin And Eyes, Breathing Vapour Spray Or Mist. Wash Hands Before Eating Or Smoking.

SAFE HANDLING INFORMATION

Flammability:


Not Flammable
Storage And Transport:

Store In Cool Dark Place. Protect From Sunlight
Spillage Procedure:

N/A
Waste And Disposal:

Flush To Drain
Fire Hazard:


N/A
Further Comments:  

Avoid Contact With Chlorine And Bleach Compounds As Chlorine 





Gases Could Be Released. Read Label Instructions Before Use.

EMERGENCY: DIAL 000
the information presented herein has been compiled from sources considered to be dependable and is accurate to the seller's knowledge, however, the seller makes no warranty whatsoever, expressed, implied  or of merchantability regarding the accuracy of such data or the results to be obtained from the use therof, seller assumes no responsibility for injury to buyer or to third persons or for any damage to any property.  

buyer assumes all such risks.
THIS MATERIAL SAFETY SHEET IS A GUIDELINE ONLY.
HEALTH HAZARD INFORMATION
HEALTH EFFECTS
HEALTH EFFECTS ARE PRINCIPALLY IRRITATIONAL TO SENSATIVE SKIN DUE TO PRODUCT BEING MODERATELY ALKALINE.

SWALLOWED:

EYES:



CORROSIVE
SKIN:



CORROSIVE
INGESTION:


CORROSIVE
INHALATION:


N/A

FIRST AID
SWALLOWED: 

DO NOT INDUCE VOMITING. GIVE PLENTY OF MILK OR WATER.
EYES:



RINSE IMMEDIATELY WITH COPIOUS
QUANTITIES OF WATER

SKIN:
REMOVE CONTAMINATED CLOTHING. WASH IMMEDIATELY WITH COPIOUS QUANTITIES OF WATER.

INHALATION:    

N/A

INGESTION:




IF SYMPTOMS PERSIST SEEK MEDICAL ADVICE.

ADVICE TO DOCTOR, TREAT SYMPTOMATICLY.

ALGAE KILLER FACT SHEET
DESCRIPTION:
A mildly alkaline solution whose action is brief and immediate because of it's combination with organisms and organic matter, prevents new growth for approximately 18-24 months and possibly longer depending on rainfall and foliage cover.

USES:

Removes black algae, moss and green slime 
from concrete driveways, walkways, paths, paving, synthetic grass, hard courts, tennis courts, roofing and brick, concrete of stone walls.

APPLICATION:
Because most area's to be treated are porous, hose surface first then wait until all surface water drains or broom off. 

APPLY ALGAE KILLER WHEN SURFACE IS DAMP - NOT WET.

Applying algae killer too a wet surface will dilute the product, and could cause you to require a second application. When possible try to work out of direct sunlight and on a cool surface. This will enable the product to do the job before drying out or evaporating therefore reducing waste.

DIRECTIONS:

CONCRETE DRIVEWAYS, WALKWAYS, PATHS AND PAVINGS:

Hose area to be treated and wait until surface is damp looking. Pour onto surface and with a soft bristle broom move the product around for an even cover, heavily affected areas may require some scrubbing with a stiff bristle broom. Spraying pavers is recommended to reduce waste running between pavers.  Hose area after to remove any surface dust and grime that was trapped by the algae and apply a second coat of algae killer lightly either with a spray pack or a soft broom to leave a residual for maximum results.

SYNTHETIC GRASS COURTS:

When treating a synthetic grass court begin at the high point. Working in sections (we recommend an area of the   full width of the court by approximately 2 meters of the length) flood the carpet with water when the carpet is full pour the product on top. The algae killer will begin to work immediately and as the water recedes it will be pulled down through the carpet and sand completely cleaning it.  Heavily affected areas may require some scrubbing with a stiff bristle broom.  Continue procedure for full length of the court.

HARD COURT:

Hose down affected area then remove all surface water by brooming off excess leaving the surface damp. Pour product onto surface and distribute evenly with a soft bristle broom.  Heavily affected areas may require some scrubbing with a stiff bristle broom.  Hose thoroughly to complete. Trouble spots may require a second application; otherwise no second application is required.

ROOFING:
Work on a cool surface and out of direct sunlight to avoid product evaporating of drying out too quickly.  Early morning or late afternoon is ideal. Hose down area to be cleaned (we recommend an area of approximately 2 meters wide and the full height of the roof) when all surface water has run off spray product on liberally starting from the top and working down.  Due to rapid run off second applications are often required.  Some scrubbing with a stiff bristle broom may also be required. Hose thoroughly removing all trapped dirt and grime to complete.

BRICK, CONCRETE AND STONE WALLS.

Hose down area well and onto a damp surface spray the product as with a roof.  Trouble spots may require a second application.  Try to work out of direct sunlight and on a cool surface for best results.  Hose wall down well to complete.  Algae killer will not harm plants provided the plants are hosed down well should they come into contact with the product. Algae killer is biodegradable and environmentally friendly. We also offer a full money back guarantee where the product has been used according to label instructions and has not performed.

100% AUSTRALIAN MADE, OWNED AND OPERATED.

